IDAHO TRANSPORTATION DEPARTMENT
VEHICLE SPEED BY LANE REPORT — From 2004 Permanent Weigh-In-Motion Data

District 5 - Georgetown - US30 - .7 SE. of Nounan Rd.
Monday 1 March Thru Wednesday 31 March 2004

Total Traffic- All Lanes Included

Vehicle Direction of Travel
West Bound East Bound

Lane Lane Average Lane Lane Average Total Average
Speed Bin Count % Speed Count % Speed Count | Type% Speed
0-30 39 0.11 24 219 0.60 19 258 0.35 20
30-35 15 0.04 34 14 0.04 33 29 0.04 33
35-40 44 0.12 38 45 0.12 38 89 0.12 38
40 — 45 73 0.20 43 111 0.30 43 184 0.25 43
45 -50 227 0.62 49 299 0.82 526 0.72
50-55 667 181 53 728 1.99 1395 1.90
55 -60 1823 4.95 58 2150 5.86 58 3973 541 58
60 — 65 7532 20.47 63 7912 21.58 63 15444 21.02 63
65-70 17973 48.84 68 17888 48.79 68 35861 48.81 68
70-75 6693 18.19 72 6374 17.39 72 13067 17.79 72
75-80 1231 3.34 77 694 1.89 77 1925 2.62 77
80-85 345 0.94 83 175 0.48 82 520 0.71 82
85 —140 141 0.38 91 54 0.15 93 195 0.27 91
Tota by Lane 36803 50.10 67 36663 49.90 67 73466 100.00 67
Total by Direction 36803 50.10 67 36663 49.90 67
50" Percentile Speed 67
85" Percentile Speed 71




